
Flex-Fit™ PRO Boat Cover Installation Instructions

Carver Limited Warranty

The Carver Limited Warranty on Flex-Fit™ PRO boat covers is 3 Years from the date of retail sale (sales receipt may be 
required) and is a pro-rated program . The materials and workmanship are guaranteed to be free of defects at the time of 
manufacture. Warranty coverage commences on the original date of retail purchase. The warranty does not cover normal 
wear, weather soiling, stains from environmental pollution, and/or standing water, cuts from sharp objects, neglect, accident 
or misuse. The boat cover must be properly installed, utilized and maintained. Please email warranty request to Carver by 
Covercraft at cvreturns@covercraft.com. Feel free to call us at 1-888- 48-COVER for more detailed warranty information.

How to Prolong the Life of Your Flex-Fit™ PRO Boat Cover

• Avoid letting water or snow stand on the boat cover - use support poles or straps.

• Always tie boat cover down securely.

• Take the precaution of padding windshield, trolling motors, depth finders, etc. before installing boat cover.

• Clean boat cover regularly to remove salt, pollen, and environmental pollutants that could support the growth of mildew. Brush 
off any loose dirt or soil, then spray the cover with a solution of mild, non-detergent soap (such as Lux, Dreft, Ivory or Woolite) 
and cool/warm water. A soft brush may be used on heavily soiled areas. Rinse thoroughly. If cleaning diminishes the water 
repellency of the cover, we recommend treating with 303® Marine Fabric Guard.

• Allow boat cover to dry thoroughly before folding for storage.

Should you need to return this boat cover, it must be in its original, new condition. The cover must be clean and free of debris 
(including pet hair). Soiled, wet, mildewed, torn, or otherwise mishandled covers cannot be accepted. Contact the Customer Service 
Department of the business from which you purchased this Carver cover. Return per their instructions.

All Carver Boat Covers are rolled and packaged with the bow end of the cover to the outside. The tag on the bow end is sewn into 
the inside hem of the cover. To cover your boat, proceed as follows:

Please take extra care when installing your boat cover for the first time!

1. Place the bow end of the rolled cover on or near 
the bow of your boat and unroll towards the stern 
or back, positioning it down the center of the boat 
as you unroll.

2. Slip the front of the cover over the bow and pull the 
cover open to the sides as you work towards the 
back of the boat.

3. If using support poles (optional), position the poles 
under your cover prior to completely covering 
the boat. Also add any padding needed for the 
windshields, trolling motors, depth finders, etc.

4. Adjust cover fit by pulling cover tight to eliminate 
sagging areas. These areas may collect standing 
water or snow and shorten the life of your cover.

5. Using the reinforced tie-down loops, secure the 
cover to your trailer. When trailering, always use 
heavy-duty tie-downs, which are included.

6. Remove the boat cover by folding to the center from 
both sides and rolling the cover from back to front. 
This will make it easier to repeat steps 1 thru 5 when 
covering your boat again. (Important: Allow the 
cover to dry thoroughly before folding for storage.) 

       Storage bag included.



Installing A Carver Tie-Down Kit
Tie-down kit is sold separately unless noted otherwise at time of cover purchase.

Based upon the size of your boat cover, it may not be necessary to use all of the 
tie down straps.

Step 1: Thread the buckle-end of the strap through the tie down loop from back to 
front. Pull through approximately 12 inches and tie-o� with a simple overhand knot 
so that the strap is secure.

Step 2: Guide the opposite end of the strap around the trailer from back to front. 

Step 3: Thread the strap through the top slot in the quick release buckle from back to front, 
pulling the end of the strap toward you.

Step 4: Continue threading the strap over the center bar of the buckle and into the bottom 
slot of the buckle. The strap is now fully adjustable by pulling down on the loose end of 
webbing.  Install all the straps on the cover before tightening.

Step 5: Be sure the cover is centered on the boat, then tighten all straps securely so that 
the cover is taut. 

Step 6: Trim the straps. Leave approximately 12” of webbing for adjustability and trim o� any excess using a pair of scissors. 
Lightly singe the cut edge of the webbing using a cigarette lighter to fuse the yarns and prevent the webbing from 
unraveling. DO NOT SET ON FIRE AND BE SURE TO EXTINGUISH ANY FLAMES. To remove the boat cover, simply disconnect 
the quick release buckles by squeezing the sides. For quick and easy re-installation of the cover, leave the straps attached to 
the tie-down loops. After �rst use, check straps for tautness. If they require adjustment, untie knot and refer to step 1.

Rope Ratchet Instructions
Rope ratchet is sold separately unless noted otherwise at time of cover purchase.

If you purchased a boat cover with draw rope encased in the hem, a Rope Ratchet is a convenient 
and e�cient way to tighten and secure the rope so that the boat cover stays in place.

The 1/4” rope in the hem of your cover is tied o� on each end to prevent the rope from slipping 
back into the hem.

Untie one end of the rope. The ratchet casing is marked with an arrow showing the direction to thread the rope. 
Feed the rope into the bottom of the ratchet casing, around the gear and back out 
through the bottom.

Insert the hook into the knotted (opposite) end of the rope and pull the loose 
end through the ratchet until the rope is taut and the cover is tight. 
Note! Take care not to trim too much excess from the loose end of the rope 
as it will be needed to loosen the cover!

To release the rope, press the thumb lever under the hook of the ratchet and 
pull rope in the opposite direction.
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We offer a wide selection of products and accessories to protect your investment. 
Most are available from your local marine dealer. If you are unable to obtain 

our products from a marine dealer, you can call us toll-free at:

1-888-48-COVER to locate a dealer near you.

Other Products available from Carver
Accessories

Tie-downs are included with your Flex Fit™ PRO purchase.

Based upon the size of your boat cover, it may not be necessary to use all of the tie-down straps.

1. Thread the buckle-end of the strap through the tie-down loop from back to front. 
Pull through approximately 12 inches and tie-off with a simple overhand knot so that 
the strap is secure.

2. Guide the opposite end of the strap around the trailer from back to front.

3. Thread the strap through the top slot in the quick release buckle from back to front, 
pulling the end of the strap toward you.

4. Continue threading the strap over the center bar of the buckle and into the bottom 
slot of the buckle. The strap is now fully adjustable by pulling down on the loose end 
of the webbing. Install all the straps on the cover before tightening.

5. Be sure the cover is centered on the boat, then tighten all straps securely so that 
the cover is taut. 

6. Trim the straps. Leave approximately 12” of webbing for adjustability and trim off any 
excess using a pair of scissors. Lightly singe the cut edge of the webbing to fuse 
the yarns and prevent the webbing from unraveling. DO NOT SET ON FIRE AND BE 
SURE TO EXTINGUISH ANY FLAMES. To remove the boat cover, simply disconnect 
the quick release buckles by squeezing the sides. For quick and easy re-installation 
of the cover, leave the straps attached to the tie-down loops. After first use, check 
straps for tautness. If they require adjustment, untie knot and refer to step 1.

Boat Cover Support Poles
Prevent dry rot and mildew! These 
lightweight telescoping poles are designed 
to support your cover so that water does 
not pool. Available in three styles. Each 
style is constructed of anodized aluminum 
tubing, which can be adjusted to desired 
height.

Adjustable Support Pole w/ Boat 
Vent II
Replace a conventional support pole with 
one that provides an air vent to reduce 
moisture, heat,  and mildew under the 
cover. Includes adjustable anodized 
aluminum pole, boat vent and simple 
installation instructions.

Suction Cup Tie-Downs
Perfect for hundreds of tie-down 
applications where there simply isn’t an 
anchor point, cleat, or other device to 
anchor conventional tie-downs. Giant 
3-1/4” suction cups with toggle ball ties 
stick to boat finishes, auto finishes and 
windows. Great for boat covers! 6” ties 
stretch to 11”. 4 per pack.

Boat Cover Support System
The easiest most cost-effective way to 
extend the life of your boat cover.  Eliminates 
virtually all possible areas that could collect 
water and allow it to pool, causing damage 
to the cover. Includes adjustable anodized 
aluminum pole, system center, strap set, 
and simple installation instructions. Two 
systems can be easily connected for 
pontoon boats!

Installing a Carver Tie-Down Kit

Carver Accessories

More Information at CarverCovers.com
or call (888) 48-COVER. The Best Covers Under the Sun™
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